
FLOW LINE

Slope gutter pan 1/2" per
foot toward flow line on
all roadways including
superelevated sections ex-
cept interchange ramps.
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NOTES:
1. Maximum joint spacing = 10'- 0".

PAVEMENT

2" HOT MIX ASPHALT (HMA) SUPER PAVE
9.5 MM FOR SURFACE, PG 64-22, LEVEL 2
5" HOT MIX ASPHALT (HMA) SUPER PAVE
19.0 MM FOR BASE, PG 64-22, LEVEL 2
(2-2.5" COURSES)
8" CR6 GRADED AGGREGATE
(2) 4" LIFTS

COMPACTED SUBGRADE

Not to Scale

CL CONSTRUCTION

MSHA TYPE A
COMBINATION
CONCRETE
CURB & GUTTER

LANE(S)

Not to Scale

4'-0" 5'-0" SEE
GRASS BUFFER PLANS

CUT

FILL

FACE OF CURB
R/W LINE

@ HINGE POINT

TOPSOIL, SEED,
& MULCH

5" CONCRETE SLAB
4" STONE BASE-CLEAN CRUSHED STONE
ASTM #57 OR EQUAL

COMPACTED SUBGRADE

NOTES

1. CONTRACTOR SHALL STRIKE CONTROL JOINTS EVERY 5'- 0"
   AND PLACE EXPANSION JOINTS EVERY 20'-0".
2. CONTRACTOR TO INSTALL 1/2" PREFORMED EXPANSION JOINT
   MATERIAL AT ALL EXPANSION JOINTS AND WHERE SIDEWALK
   ABUTS CONCRETE CURB, FOUNDATIONS, APRONS, OR OTHER
   CONCRETE STRUCTURES.

SLOPE 2%

5' CONCRETE SIDEWALK

RIGHT-OF-WAY LINE

COMB. CONC.
CURB & GUTTER
MSHA TYPE "A"

SE
E

PL
AN

PLAN
NORMAL CURB
HEIGHT

SLOPE 8.3% MAX.

1/2" PREFORMED EXPANSION
JOINT FILLER

 COMB. CONC.
CURB & GUTTER
MSHA TYPE "A"

R/W LINE

PLAN
TANGENT LOCATION

2% NORMAL

R/W LINE

COMB. CONC.
CURB & GUTTER
MSHA TYPE "A"

CROSSWALK
BY OTHERS

GRASSGRASS

RAMPC
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8'-0" MIN.

HANDICAP RAMPS
Not to ScaleNOTES

1. SHA STANDARD MD655.40 DETECTABLE WARNING SURFACE.

SECTION B-B

SECTION A-A

PERSPECTIVE VIEW

Not to Scale
RESIDENTIAL CONCRETE DRIVEWAY APRON

Not to Scale

 1. All concrete construction shown on these standard details shall
    use 3000 P.S.I., SHA Mix No. 2 concrete unless otherwise spec-
    ified on these plans.
 2. All storm drain structures shall be underlain with a minimum 6"
    clean crushed stone base.

GENERAL CONSTRUCTION NOTES
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WIDTH OF PAVEMENT
30' TO 36'

50'(MIN) TO 60'
WIDTH OF R/W

TEMP. TIMBER
BARRICADE
SHA STD. 669.01

10'RTYP.
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TEMPORARY TYPE "T" TURNAROUND

BITUMINOUS CONCRETE CURB FOR "T" TURNAROUND
NOT TO SCALE

Not to Scale

END PAVING &
BIT. CURB

PAVEMENT SECTIONS

COMMERCIAL & ALL OTHER STREETS

RESIDENTIAL & LOCAL STREETS & PARKING LOTS

SIDEWALK (TYP.)

Not to Scale

COMBINATION CONCRETE CURB & GUTTER
(MSHA TYPE A)

CUT BACK @ PAVING AS DIRECTED
BY THE INSPECTOR

1' - 0"

EXIST. PAVING

2" HMA SUPERPAVE, 9.5mm SURFACE

7" HMA SUPERPAVE, 19.0mm BASE
2- 3.5" LAYERS

9" CR6  STONE
GRADED AGGREGATE SUBBASE

UNDISTURBED
EARTH

SELECT
BACKFILL

PAVEMENT PATCH

ENGINEER DATE REVISION BY

STANDARD ROADWAY CONSTRUCTION DETAILS
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1838

CITY OF WESTMINSTER CARROLL COUNTY, MARYLAND

OF:

NOT TO SCALESCALE:

DATE:

SHEET:

LC
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RAMP

CL
CROSSWALK
BY OTHERS

B

BY OTHERS
CROSSW

ALK

CL

GRASS

2. CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT SIDEWALK RAMP MUST CONFORM TO CURRENT AMERICAN DISABILITIES
    ACT MANUAL ON ACCESS GUIDELINES FOR BUILDING AND FACILITIES.

GRASS

 MAINTAIN 1:12 CROSS SLOPE IN

*

*
**

THIS AREA WITH CURB TO MATCH

*

4'

4'

4'

(TYP)

2 12" HOT MIX ASPHALT (HMA) SUPER PAVE
19.0 MM FOR BASE, PG 64-22, LEVEL 2

Road Sign Detail
Not To Scale

Sign

2" Sq. 
Tube

2.5'

7' Min.

2  1/4 " Sleeve
Sq.Tubular

6"

Sign in Non Concrete Areas
(Grass or Pavers) Sleeve in Concrete

Detail

Bolt to hold holes
in alignment

2"

10"

Wrap sleeve in 
duct tape to
prevent
infiltration
of concrete

2  1/4 "
Sq.Tube

Square tubular 14 ga.
Holes 1" center entire length

2"

Ex.Grade

Ex.Grade

2 1/2 " Sq.Tube

1 12" HOT MIX ASPHALT (HMA) SUPER PAVE
 9.5 MM FOR SURFACE, PG 64-22, LEVEL 2

6" CR6 GRADED AGGREGATE

COMPACTED SUBGRADE 10" TOTAL DEPTH

USE - IN - COMMON DRIVEWAYS

GRADED AGGREGATE COMPACTED
SUBGRADE

1'- 0" 8"

16
"

3"

1 1/2" HOT MIX ASPHALT (HMA) SUPER PAVE
9.5 MM FOR SURFACE, PG 64-22, LEVEL 2

3" HOT MIX ASPHALT (HMA) SUPER PAVE
19.0 MM FOR BASE, PG 64-22, LEVEL 2

8" CR6 GRADED AGGREGATE
(2) 4" LIFTS

COMPACTED SUBGRADE

CL CONSTRUCTION

MSHA TYPE A
COMBINATION
CONCRETE
CURB & GUTTER

LANE(S)

1'- 0" 8"

16
"

DETECTABLE WARNING SURFACE(NOTE 1)

SLOPE 2%

MINIMUM
1' - 0"

MINIMUM

GRASS

SIDEWALK (TYP.)

3"

5/05                  REVISED PAVING DETAILS ADDED SYMBOLOGY

*

*

COMPACTED
SUBGRADE

BPS
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2/08                  REVISED RESIDENTIAL CONCRETE DRIVEWAY APRON DETAIL BJJ

EXPANSION JOINT
MIN. 10'
MAX. 20'

℄ DRIVEWAY & EXPANSION JOINT

EXPANSION JOINT
SIDEWALK

GRASS

COMB. CONC.
CURB & GUTTER
MSHA TYPE "A"

1" LIP
20' - 0" MIN. 8' - 0"8' - 0"

A

A
SIDEWALK

1" LIP

SEE PLANS  -  8' - 0" MIN.
R/W

1/2" PREFORMED EXPANSION
JOINT MATERIAL

2% SLOPE

COMPACTED SUBGRADE

4" STONE BASE - CLEAN CRUSHED STONE
ASTM No. 57 OR EQUAL

7" CONCRETE SLAB

EXPANSION JOINT HERE, IF
CONCRETE DRIVEWAY ABUTS

3/13                  REVISED COMMERCIAL PAVE SECTION, HC RAMPS, PAVE PATCH DETAILS R.A.P.

8/13                  REVISED SIDEWALK TITLE AND JOINT NOTES. R.A.P.

3/97                  HANDICAP RAMP DETAIL JMM
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